
 
TECHNICAL SPECIFICATIONS  

Doc. No.  GB_PO_BD_SERIE XP_1 

Issue 1 

Offset antenna 85 Serie XP 15.01.2025 Page 1 of 1 

 

GIBERTINI s.r.l. Via F. Santi, 21 20037 Paderno Dugnano (MI) – Italy 
All rights reserved | Errors and Omission Excepted 

 
 

Technical Specifications 

  

OP 85 XP 

  
Frequency range (GHz) 10.00 - 13.00 

Outside dimension (cm) 85.0 x 90.5 

Reflecting dimension (cm) 81.5 x 87.0 

Illumination efficiency (1) (%) 70 

Gain (1) @ 10.70 GHz (dB) 37.80 

Gain (1) @ 11.70 GHz (dB) 38.50 

Gain (1) @ 12.75 GHz (dB) 39.20 

Cross polarization (1);(2) on axis (dBc) -26 

First side lobe level (1);(2) (dBc) -24 

Noise temp. (1) @ 12GHz, 30° elevation (K) 40 

F/D radio 0.67 

3 dB Beam width (1) @ 11.7GHz 1.95° 

Offset pointing angle 21.1° 

Feed illumination angle 69° 

Feeder clamp (mm) 40/23 

Elevation angle 0°-80° 

Mast clamp (mm) 30-90 

Alu reflector thickness (mm) 1.2 

Wind-load @ 120 km/h (kg) 75 

Antenna net weight (kg) (3) 6.2 

Working temperature -30° / +70° 

Humidity 0-100% 

  
(1)  Value with matched feed  

(2) Value @ 10.95GHz  

(3) Net weight without package  
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